'III' Packaged Solution

NVMS

SOLUTIONS

Centrifugal Pumps

The NVMS packaged solutions are designed to
be delivered as an integrated solution made up
of a combination of leading edge products.
These are provided in 3 Levels

Our Level 1 solution provides:

11 Connection of transducers to the equipment
Il Cables and junction boxes
11 Outputs to portable data collectors, etc.

With increased business demands on safety,
productivity, reliability and people NVMS has
developed a range of Packaged Solutions to
enable our customers to get connected to assets
in a cost effective manner.

NVMS's Packaged Solution for Centrifugal
Pumps enable customers to standardise and [-Vibration Sensors

streamline monitoring techniques. Designed to Input
monitor key locations on the Motor and Pump
ensures that all necessary information is
captured to better understand the equipment
health.

The NVMS Packaged Solution provides a
turnkey solution from site survey to installation,
training and ongoing support.

0
Ensuring a consistent set up of key assets ) | Flange
across plants allows solutions to be deployed
with confidence. Through fixed locations

customers obtain consistent data at each Electric Motor Pump
location allowing accurate and relevant

measurements to be gathered. Part Number - NVMS-CFP-001-01
This ability to provide solutions to existing or new Applications:

assets enables the standardisation of
transducers (vibration, temperature, pressure,
etc.), cables and junction boxes across plants.

Il Mine Sites
Il Power Stations
Il Manufacturing

Our tailored solutions are designed to align with Il Food Industry
industry best practice monitoring techniques. Il Oil & Gas

Unconditional Lifetime Warranty of cables and Features and Benefits:

accelerometer allows companies assurance of Il Consistent Accurate Data
their monitoring strategies for the future. Il Reduce Hardware Cost
Il Standardize Equipment Onsite
Il Reduce Installation costs
Il Reduce Spare Parts
Il Improved delivery
Il Quality & Reliability Hardware
Il Unconditional Life Time Warranty

sales@nvms.com.au nvmssolutions.com



NVMS Centrifugal Pumps -
SOLUTIONS
Technical Specifications Part Number - NVMS-CFP-001-01 P
Quantit Part Number Description A A e o |
6 Top Exit Standard Accelerometer, Top Exit, 100mV/g
2 Side Exit Accel Standard Accelerometer, Side Exit, 100mV/g ALIGNMENT
8 Cable Twisted. Shield pair cable, Red Teflon Jacket, 10mtrs UDE
1 Enclosure 8 Channel Modular Switch Box, Fibre Glass, IP66
Specifications
Part Number Top Exit Accelerometer f
Sensitivity (£10%) 100 mV/g
Frequency Response (+3dB) 30-900,000 CPM 0,5-15000 Hz i }_ 2087 in
Frequency Response (£10%) 120-600,000 CPM 2,0-10000 Hz ég7":‘ni l22.mm]
Dynamic Range + 50 g, peak 1.40 in
 Electiical | pamml Q5,78 Hex
Settling Time <2.5 seconds { { ) Iz bEN]
Voltage Source (IEPE) 18-30 VDC | o
Constant Current Excitation 2-10 mA 2083 in K-
Spectral Noise @ 10 Hz 14 pgHz [21 mm) wgmlm
Spectral Noise @ 100 Hz 2.3 ug/VHz
Spectral Noise @ 1000 Hz 2 pgiNHz
Output Impedance <100 ohm
Bias Output Voltage 10-14 VDC
Case Isolation >10% ohm
Temperature Range -58 to 250°F -50 to 121°C
Maximum Shock Protection 5,000 g, peak Connector Pin  Polanty
Electromagnetic Sensitivity CE ; ‘_')S'JWF"”’
Sealing IP68 ) Common
Submersible Depth (AC104- 200 ft. 60m
2C/3C) i i
pie [ " >
Sensing Element PZT Ceramic ALIGNMENT
Sensing Structure Shear Mode i G GUIDE (PIN
Weight 3.20z 90 grams ‘1-3_‘?,‘“ ~
Case Material 316L Stainless Steel 3 oy
Mounting 1/4-28 -
Connector (non-integral) 2 Pin MIL-C-5015 147in 1/4-28 OR M6 X 1
Resonant Frequency 1,380,000 CPM 23000 Hz 37 3 mm) MOUNTING BOLT

Mounting Torque 2to 5ft. Ibs. 2,7to0 6,8 Nm

Mounting Hardware 1/4-28 Stud M6x1 Adapter Stud

Calibration Certificate CA10

Part Number Side Exit Accelerometer 05 in
Sensitivity (+10%) 100 mV/g 1521 mmj
Frequency Response (+3dB) 30-600,000 CPM 0,5-10000 Hz

Frequency Response (+10%) 20-420,000 CPM 2,0-7000 Hz

Dynamic Range + 50 g, peak

Settling Time

Voltage Source (IEPE)
Constant Current Excitation
Spectral Noise @ 10 Hz
Spectral Noise @ 100 Hz
Output Impedance

Bias Output Voltage

Case Isolation
Environmental
Temperature Range
Maximum Shock Protection
Electromagnetic Sensitivity
Sealing

Submersible Depth (AC104-
2C/3C

Sensing Element
Sensing Structure
Weight

Case Material

<2.5 seconds

18-30 VDC
2-10 mA
14 ugiHz
2.3 ug/VHz
<100 ohm 3
10-14 VDC
>108 ohm
|_Envioowental |
-58 to 250°F -50 to 121°C
5,000 g, peak l
CE
P68
200 ft. 60m
_ 3
PZT Ceramic
Shear Mode
5.10z 145 grams
316L Stainless Steel
1/4-28

Mounting

Connector (non-integral)
Resonant Frequency
Mounting Torque
Mounting Hardware
Calibration Certificate

sales@nvms.com.au

2 Pin MIL-C-5015
1,320,000 CPM
2to 5 ft. Ibs.
1/4-28 Captive Bolt

22000 Hz

2,710 6,8 Nm

M6x1 Captive Bolt
CA10

nvmssolutions.com

1/4-28 TAPPED HOLE

R0.59 in
[14.9 mm]
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